GENERAL NOTES AND SPECIFICA TTONS: 24. ANY REQUIREMENTS FOR SUBMITTALS, SCHEDULES, TIME ALLOTMENTS
- OR LIQUIDATED DAMAGES, IF ANY, WILL BE SPECIFIED THE "CONTRACT
1. SITE AREA = 26.37 ACRES AS PER SURVEY FOR "THE TRUST
FOR PUBLIC LAND, CITY OF CARROLLTON, GEORGIA LAWYERS TITLE 25, THE ENGINEER SHALL NOT BE RESPONSIBLE FOR THE CONTRACTOR'S
INSURANCE CORPORATION” BY ARMSTRONG LAND SURVEYING, INC, MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES OF STANDARD ASPHALT PAVEMENT SECTION
PLAT DATED OCTOBER 3, 2003 CONSTRUCTION OR THE SAFETY PRECAUTIONS AND PROGRAMS N.T.S
INCIDENT THERETO, AND THE ENGINEER WILL NOT BE RESPONSIBLE
FOR THE CONTRACTOR'S FAILURE TO PERFORM OR FURNISH THE
2. WATER SERVICE BY CITY OF CARROLL TON. WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. W
THE ENGINEER WILL NOT BE RESPONSIBLE FOR ACTS OR OMISSIONS } o
OF THE CONTRACTOR OR OF ANY SUBCONTRACTOR, ANY SUPFLIER, 2% TYPE F" ASPHALT TOPCOAT
3. SEWER SERVICE BY CITY OF CARROLLTON. ANY PERSON OR ORGANIZATION PERFORMING OR FURNISHING ANY OF
THE WORK.
4. SILT BARRIERS TO BE PLACED AS SHOWN AND,/OR AS DIRECTED
BY OWNER'S REPRESENTATIVE AND/OR THE CITY OF CARROLLTON 26. ALL MANHOLES, DRAINAGE STRUCTURES, ETC, MAY BE BRICK OR
INSPECTOR. PRECAST UNLESS THE DEPTH EXCLUDES PRECAST.
5. NOTIFY INSPECTOR 24 HOURS PRIOR TO CONSTRUCTION.
27, SETBACKS:  FRONT: RS 3 AP
6, (a.) TOPOGRAPHY MAP PER CITY OF CARROLLTON GIS PANELS SIDE
# 0310020, # 03710045, # 037007C, AND # 037003A MAJOR SIDE: ‘
AND FIELD DATA BY TATE ENGR. & SURVEYING. REAR: COMPACTED SUBGRADE 6" GRADED AGGREGATE BASE (WIN)
(b.) BOUNDARY INFORMATION TAKEN FROM A SURVEY OF THE PROPERTY 28 ALL DRAINAGE EASEMENTS AND DISTURBED AREAS MUST BE GRASSED
ENTITLED “THE TRUST FOR PUBLIC LAND, CITY OF CARROLLTON, AND RIP—RAPPED AS REQUIRED TO CONTROL EROSION.
GEORGIA, LAWYERS TITLE INSURANCE CORPORATION” BY ARMSTRONG
LAND SURVEYING, INC, PLAT DATED OCTOBER 3 2003 29. CONTRACTOR SHALL PROVIDE IN ACCORDANCE WITH THE M.U.T.C.D.
(LATEST EDITION), ALL SIGNS, BARRICADES, ETC. FOR THE DURATION
OF THE PROJECT.
7. ALL ELEVATIONS SHOWN ARE BASED ON MEAN SEA LEVEL.
30. ALL CONSTRUCTION SHALL CONFORM TO THE STANDARDS AND
8 PART OF THE SUBJECT PROPERTY IS LOCATED IN AN AREA SPECIFICATIONS OF THE CITY OF CARROLLTON.
IDENTIFIED AS A ZONE A2 FLOOD HAZARD, PER FLOOD INSURANCE
\ﬁ\«m MAPS FOR Q&\ OF CARROLLTON, CARROLL 885\« \§h\< 1. ALL CONSTRUCTION ON DOT R/W TO CONFORM 70 CONCRETE CURBE AND GUTTER
NUMBER 13020800018, EFFECTIVE DATE: APRIL 3 1978. GA. DOT STANDARDS. A\ N.TS,
MEASURES SHALL BE INSTALLED PRIOR TO ANY LAND DISTURBANCE. ’ ‘ ] AR 5
33 ALL TOP ELEVATIONS OF MANHOLES, INLETS, DRAINAGE STRUCTURES, ETC ARE AP _l|v._ 1" (TP
10. SIGNING AND STRIPING TO BE PROVIDED BY THE CONTRACTOR. APPROXIMATE.  ADJUST TO FINAL GRADE. _
71. OFF—STREET PARKING SHALL BE PROVIDED AND MAINTAINED 34. A MINIMUM HORIZONTAL CLEARANCE OF 1'—6" (2°—0" DESIRABLE) SHOULD BE
THROUGHOUT CONSTRUCTION. PROVIDED FROM THE EDGE OF THE BIKEWAY PAVEMENT TO ANY STATIONARY 2% r OPTIONAL
OBJECT, CHANGE IN GRADE, OR SOFT SHOULDER. . RISE *
W \!\UM\M\HH T,
12 ALL FILL AREAS MUST BE COMPACTED TO MINIMUM 95% OF STANDARD 35 A MINIMUM OF 8'—6" OF VERTICAL CLEARANCE SHOULD BE PROVIDED FROM THE BIKEWAY : 3
PROCTOR. A REPORT FROM A GEOTECHNICAL ENGINEER MAY BE SURFACE TO ANY STATIONARY OVERHEAD OBJECT. HEADWALL DETAIL N w u
REQUIRED. IF REQUESTED BY THE OWNER OR THE OWNER'S N
REERESEN TATIVE. . THE CONTRAGTOR SHALL EMPLOY A OUALIFIED 36. THE SURFACE OF THE BIKEWAY PAVEMENT SHOULD HAVE A SMOOTH BUT NOT SLICK FINISH,
CEOTECHNICAL FRM 70 PERFORM COMPACTION TESTS. THE FREE OF POTHOLES, AND THE EDGE UNIFORM. FOR READABILITY ON NEW CONSTRUCTION, PRE—CAST
CONTRACTOR SHALL INCLUDE IN THE BID, ALLOWANCES FOR THE FINISHED SURFACE OF BIKEWAYS SHOULD NOT VARY MORE THAN 4 INCH FROM THE
ACCEPTABLE COMPACTION TEST TO BE MADE EVERY 2,000 C.Y. LOWER EDGE OF AN & FOOT LONG STRAIGHT EDGE WHEN LAID ON THE SURFACE IN ANY XMATCH PAVEMENT CROSS +I\ 12"
DURING THE FILL OPERA TION. DIRECTION. HARD MATERIALS SUCH AS EXPOSED AGGREGATE CONCRETE OR MASONRY SLOPE WHERE CURE SPILLS
UNITS SHOULD BE AVOIDED BECAUSE THEIR IRREGULAR AND ROUGH SURFACE IS DIFFICULT 6 MIN.
13 SEE CONSTRUCTION SCHEDULE ON COVER SHEET. AND UNCOMFORTABLE 7O NEGOTIATE  MAXIMUM SIZE OF AGGREGATE IS ¥ INCH. 247
14. GRADING AND COMPACTION REQUIREMENTS: 37 THE BIKEWAY SHOULDER SHOULD BE COMPACTED AND LEVELED TO THE ELEVATION OF THE 00
PAVEMENT SURFACE TO LESSEN THE HAZARD IN RUNNING OFF THE EDGE OF THE NOTE. ) %
A REMOVE ALL ORGANIC MATTER, STUMPS AND OTHER BIKEWAY AND TO HELP REDUCE BREAKAGE OF THE PAVEMENT ALONG THE EDGE. 1. 1/2° PREFORMED EXPANSION JOINTS REGUIRED AT ALL O o
DELETERIOUS MATTER FROM AREAS TO BE FILLED. PROOF ROLL STRUCTURES AND CURB RETURNS, = o _
THE AREAS TO BE FILLED WITH A LOADED DUAL—AXLE DUMP -
\w 38, EXPANSION AND CONTROL JOINTS IN THE BIKEWAY PAVEMENT SHOULD RUN PERPENDICULAR 2 MAXIMUM OF 400" DISTANCE BETWEEN EXPANSION JONTS n O ~
TRUCK OR SIMILAR RUBBER—TIRED VEHICLE. OVERLAPPING TO THE DIRECTION OF TRAVEL AND BE AS NARROW AS POSSIBLE. Sy M
- e
PASSES OF THE TRUCK SHOULD BE MADE AT RIGHT ANGLES TO 3 10" DISTANCE BETWEEN DUMMY JONTS O S W N
THE ORIGINAL DIRECTION. ANY YIELDING, PUMPING OR SOFT : Z Y F o _
AREAS SHALL BE CUT OUT AND REPLACED WITH FILL 39. DRAINAGE INLETS SHOULD NOT BE LOCATED ALONG THE BIKEWAY. IF INLETS ALONG THE 4. CONCRETE STRENGTH = 3000 P.S.l., SLUMP = 2* > Ll 5 © O
COMPACTED AS DESCRIBED BELOMW. BIKEWAY CANNOT BE AVOIDED, AS IN AN EXISTING STREET RIGHT—OF—WAY, GRATES FINISH SHALL BE SWOOTH AND EVENED WITH A Ll =0, ) ™~
SHOULD BE TURNED SO THAT THE OPENINGS RUN PERPENDICULAR TO THE DIRECTION OF WOODEN FLOAT. > N ™
B. THE PROPOSED FILL SHALL BE FREE OF ANY ORGANIC, STUMPS, TRAVEL OR MODIFIED TO PROVIDE SUPPORT FOR PASSING BICYCLES. o D - -
DEBRIS OR OTHER DELETERIOUS MATERIAL (STRIPPED). Nl O I >
TOPSOIL, STRIPPED, CAN BE SPREAD EVENLY OVER AREAS TO BE 40. CROSS SLOPES SHOULD NOT BE LESS THAN 2 PERCENT IN ORDER TO ALLOW PROPER ” m U~ % O M
m\wm\www Y RIUTED, OVER SLOPES, SHOULDERS AN DRAINAGE,  SUPER—ELEVATIONS SHOULD VARY FROM A MINMUM OF 2% TO A MAXIMUM 2 COATS OF 4" WDE 0 g ZFX
: OF 8% ON STRAIGHTAWAY PORTIONS OF A BIKEWAY, CROSS SLOPES THAT EXCEED 2 YELLOW TRAFFIC PAINT o Alm_ wn m
. _ <
C. FILL MATERIAL SHALL BE SPREAD IN LOOSE LIFTS (LAYERS) OF MWMMM\\ \Qx\\wn%\w& mmmw\ﬁﬁwmw\wmwﬁ bW.\MQ\MWMM W.\QN\@V\ W\M \w< y Mm\«\m,x\\m\w Qv_,\ww WQbB aE CURB RAMP—SEE DETAIL TYPICAL) CONC. CURE ) - O
NOT MORE THAN 8" THICK. EACH LIFT SHALL BE COMPACTED 70 : o SIGN o SIGN o SIGN AND GUTTER = o . o
THE SPECIFICATIONS BELOW USING A SHEEPSFOOT TYPE _ / \ : : y o % - N
ROLLER OR SIMILAR EQUIPMENT. S 7 \ N 7 Ll n W 0 M
> HEb
Z HLLo
THE MOISTURE CONTENT OF THE FILL MATERIAL SHALL BE TYPICAL TYPICAL TYPICAL TYPICAL O =W - )
MAINTAINED WITH & % OF THE OPTIMUM MOISTURE AS VAN _ VAN HANDICAP HANDICAP Z 5 < N~
DETERMINED IN ACCORDANCE WITH ASTM DE3S. IN THE EVENT PARKING PARKING PARKING PARKING . Ll = o _
THAT THE SOIL IS TOO WET, HARROWING, SCARIFYING, OR \ \ ) ) N 5 O o
AERATION SHALL BE USED 70 DRY THE SOILS WITHIN THE 15 MIN 120 157 MIN 4.0 MIN N L) ~ =
ACCEPTANCE MOISTURE RANGE. IF THE SOIL /IS TOO DRY, A - — — - ﬂ\ ﬂ\ P\ ﬂ\ - _Alm N [N
WATER WAGON WITH A SPREADER BAR OR SPRAY HOSE SHALL o =
BE USED TO BRING THE SOIL WITHIN THE PROPER MOISTURE ™~ I
RANGE.  THE WATER (IF USED) SHALL BE THOROUGHLY AND o
EVENLY MIXED WITH THE SOIL PRIOR TO COMPACTION. \ \
E. THE TOP ONE—FOOT OF FILL, IN AREAS TO BE PAVED, SHALL BE 2% TYPICAL / 2, . s . L
COMPACTED TO A MINIMUM DENSITY OF 98 % OF STANDARD g
\D\NQQN:Q\N %\lQ\\ %\lb\w %\lb\ %\lQ\\ rleQ\\ rQ\lQ\
F. ALL OTHER FILL, NOT SPECIFICALLY MENTIONED ABOVE, SHALL 2 . < Q
BE COMPACTED TO A MINMUM DENSITY OF 95 % OF STANDARD |_ 2 COATS OF 47 WIDE- =
PROCTOR. WHITE TRAFFIC PAINT -
| , \
G. SUBGRADE FOR ALL PAVEMENT AREAS SHALL BE PROOF ROLLED NOTE. (TYPICAL) N
W1 4 DUAL=AXLE DU TRUGK FULLY LOADED WTH GRAVEL =E=ESHE= | 411 ACCESSIBLE ROUTES, FIXTURES, SLOPES, ETC. SHALL il
AREAS DETERMINED AS NOT SUITABLE BY THE INSPECTOR SHALL _ _ _ _ _/ _ _ _ MEET FOR BUILDINGS AND FACILITIES.
BE CORRECTED AND REPROOF ROLLED AS DESCRIBED ABOVE, _ _ _ _ _ _ _ _ _ _ 7_/ _ _ _
" /
H, COMPACTION OF THE BACKFIELD OF ALL TRENCHES SHALL BE 67 THICK, 12’ WIDE CONCRETE LANE _ _ _ _ _ _ _/Z <
COMPACTED TO THE DENSITY OF 95 % OF THE THEORETICAL u )
WAXIMUM DENSITY.  BACKFIELD WATERIAL SHALL BE FREE FROM COMPACTED SUBGRADE TO T~ N [YFEICAL HANDICAFFED AND REGULAR FPARKING LA YOU T
ROOTS, STUMPS OF OTHER FOREIGN DEBRIS AND SHALL BE 95% STANDARD PROCTOR
PLACED AT OR NEAR OPTIMUM MOISTURE. CORRECTION OF ANY . NTS
TRENCH SETTLEMENT WITHIN A YEAR FROM THE DATE OF GRASS INFILTRATION SWALE
APPROVAL WILL BE THE RESPONSIBILITY OF THE CONTRACTOR, GRASS AND WILDFLOWER SEED MIX
15. ALL DRAINAGE STRUCTURES SHALL HAVE A RING—AND—COVER ACCESS. STANDARD CONCRETE TRAN
76. ALL DISTURBED AREAS TO BE GRASSED AS SOON AS CONSTRUCTION
PHASES PERMIT.
77 THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL
UTILITY WORK.
18 THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISPOSAL OF TREES,
STUMPS, CURBS AND OTHER DEBRIS CREATED BY CLEARING AND
GRUBBING.  NO ON-SITE BURIAL PITS WILL BE ALLOWED.
19, IF REQUIRED, BEDDING STONE FOR PIPES SHALL BE #57 STONE.
20. ALL DISTURBED AREAS NOT RECEIVING PAVEMENT SHALL FPRODUCE A m%\b b%\wxﬁz m\%\; ,\mq\,\\\ﬂ\“%&m\,m m.mmm\v\“w \.ﬁ\\\m \wm.mtm\k\ubm oF
COMPLETE COVER OF PERMANENT GRASS. GRASS AREAS SHALL BE s O ILeR conar 1o A reh coNCRETE
LEFT WITH A LAWN TYPE FINISH SUITABLE FOR MOWING WITH SPACE AT DISTANCES EQUAL T PAVEMENT (10" MAX)
CONVENTIONAL LAWN MOWERS.
271. ALL CONSTRUCTION MUST CONFORM TO THE CITY OF CARROLLTON'S
UNLESS OTHERWISE NOTED 500 P! CONE:
22 ALL SILT BARRIERS MUST BE PLACED AS ACCESS IS OBTAINED DURING ON ALANS @28 pAYS
CLEARING.  NO GRADING SHALL BE DONE UNTIL SILT BARRIER
INSTALLATION AND DETENTION FACILITIES ARE CONSTRUCTED. SAWCUT JOINT 1/4 OF SLAB THICKNESS
CONCRETE FLUME
23 ANY WORK OR MATERIALS NOT COVERED BY THESE PLANS AND,/OR NTS
CITY OF CARROLLTON’S STANDARDS AND SPECIFICATIONS SHALL BE
PER THE GEORGIA DEPARTMENT OF TRANSPORTATION'S STANDARD Nl
SPECIFICATIONS FOR ROADS AND BRIDGES, 1993 EDITION AND ©
APPLICABLE SUPPLEMENTS. | .
COMPACTED SUBGRADE .
(PER SPECS) OR AS 1. 1/2" PREFORMED EXPANSION JOINTS REQUIRED AT ALL
NOTED ON PLANS STRUCTURES AND CURB RETURNS.
2. MAXIMUM OF 400’ DISTANCE BE. TWEEN EXPANSION JOINTS
3 70’ DISTANCE BETWEEN DUMMY JOINTS. cAD ALE:  0B0B7
4. CONCRETE STRENGTH = 3000 P.S.[. SLUMP = 2% DATE: AUG 2, 2006
[YFPICAL CONCRETE FPAVING FINISH SHALL BE SWOOTH AND EVENED WITH A DESIN B: ORM
WOODEN FLOAT.
NOTES: owe. B:  ORM
CcHK. BY: RTG
1. WATERPROOF SEALANT TO BE FLUSH WITH CONRETE APPLY AFTER DATE PRITED:
CONCRETE HAS CURED. COLOR TO MATCH CONCRETE. .
2. FINISH TO EXTEND TO TOOLED OR SAWCUT JOINT EDGE.
SHT. OF
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